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Abstract: The paper discusses some of the recent advances in kriging based worst-case 
design optimisation and proposes a new two-stage approach to solve practical problems. 
The efficiency of the infill points allocation is improved significantly by adding an extra 
layer of optimisation enhanced by a validation process. 
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1. Introduction 
 

 It is often the case that sampling in modern engineering design may be constrained due to 
considerations of computational costs, time and thus available resources. In the context of 
electromagnetic design – where nowadays numerical simulation tools need to be used, such as 
the finite element method (FEM) – repetitive evaluation of the objective function may take 
hours or days of computation making the design process impractical. When extensive sampl-
ing is not available, surrogate based optimisation may significantly improve the design ef-
ficiency.  
 
 

2. Worst-case problem specification 
 
 Robust optimisation is a relatively new term, its history can be dated back to 1989 when 
Taguchi first introduced the concept of design quality [1], and since then optimisation involve-
ing uncertainties has been increasingly drawing more attention. Due to the complexity of the 
optimisation problems in engineering design, the high level of non-linearity means these prob-
lems cannot be closely approximated by single linear or quadratic functions. Therefore, these 
problems are often solved by using direct search global optimisation algorithms. When evalua-
tion of the underlying problem is expensive in terms of time or cost, surrogate modelling tech-
niques are often implemented as an approximation and optimisation is applied to the surrogate 
model instead of the original problem. 
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 The output f of a black-box function, when the input variable x contains deterministic type 
of uncertainties, can be expressed by a simplified equation (ignoring possible other sources of 
uncertainties and assuming the uncertainty ε is independent of the input variable x) [2] 

  )( ε+= xff , (1) 

where ε[–ε, ε], the distribution of uncertainty ε, is unknown, but the magnitude is bounded by 
a given range ε.  
 

  
Fig. 1. Worst-case examples. 1 – 1D example, 2 – 2D example with constraints 

 
 Two simple examples are given in Fig. 1. The 1D illustration shows that, depending on the 
size of the uncertainty ε, the preferred worst-case robust optimum may differ from the original 
(theoretical) optimal point, as when the parameter varies within the specified limits (e.g. im-
posed by manufacturing tolerances) the performance worsens significantly, whereas the robust 
optimum ensures good performance throughout. The 2D example illustrates that the worst-
case optimum needs to consider design constraints, as the optimum solution with uncertainties 
must not violate the infeasible region. 
 
 

3. A brief review of existing approaches 
 
 For a deterministic type of uncertainties, the basic approach is to transform the robust opti-
misation problem into a standard optimisation problem by optimising the worst-case of the 
original objective function, where multiple objective function evaluations are needed at each 
design stage. The number of objective function calls may be significantly increased and many 
unimportant and possibly nearly duplicated design points will be allocated during this process 
and thus making the optimisation extremely inefficient. This large number of function calls 
will be of particular concern to designers, especially when the objective function is expensive 
to evaluate, which is often the case in electromechanical or electromagnetic design where the 
main tool for field modelling involves numerical computation (such as finite elements). 
 Recently, some more efficient kriging based approaches for solving worst-case optimisa-
tion problems have been proposed in literature. The authors of [3] use the mean and variants to 
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assess the robustness, while their proposed strategy utilises the gradient information computed 
from the kriging model. In [4] the Expected Improvement (EI ) infill sampling approach is 
combined with a relaxation procedure based on a kriging model. In [5] the EI infill sampling 
approach is applied to the worst-case response surface calculated based on the kriging model.  
 
 

4. A two stage approach 
 
 In this paper, we propose a two-stage approach for solving computationally expensive 
worst-case optimisation problems. We focus on maximising the usage of available information 
while delaying the calculation of the worst-case value at sampling points to achieve a more 
efficient sampling scheme for the worst-case type of robust design optimisation. 
 The worst-case optimisation problem is often referred to as the minimax problem, with an 
extra ‘layer’ of optimisation, therefore the infill sampling criteria for global optimisation are 
often found inappropriate in the context of such problems. The worst-case value of the ob-
jective function at any given point does not depend on information given by that point alone 
(including the kriging prediction, mean squared error MSE, gradient etc.), as information from 
its neighbouring points also needs to be taken into account. 
 The algorithm consists of two stages: the first one is to update the kriging model by 
sequentially adding infill points at each iteration based on the worst-case expected improve-
ment (WCEI) – this expected improvement measure is recalculated from standard EI, by tak-
ing the minimal EI value within the worst-case region of that design point (design site) 

  { }0)],(min[max)( ε+= xEIxWCEI , (2) 

Xx ∈ε+ , 

where X is a set of points located within the worst-case region of the unknown point x. A 1D 
example is illustrated in Fig. 2, where the boundary ε of the worst-case design is ±0.3. 
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Fig. 2. The worst-case regions of existing design sites in a 1D example 
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 The extra layer of the minimax problem is embedded within the WCEI; the new infill 
sampling point will be located where the minimal expected improvement around the target 
point is the largest. The WCEI is equal to zero at the locations within the worst-case region of 
existing design sites; consequently, these areas are banned as future infill locations at the 
model updating stage. During the process of model updating, the worst-case estimation of the 
objective function is computed simultaneously based on the kriging model constructed using 
the existing design sites at that iteration. 
 The second stage is triggered when the maximum WCEI within the design space becomes 
less than a predefined value or stage one has exceeded its allowance, if such limit has been 
imposed. An exploitation process takes place in stage two; the worst-case region around the 
worst-case optimum is exploited and validated using a modified EI approach, where instead of 
calculating the improvement, an expected ‘deterioration’ is estimated to give an indication 
where the maximal worsening is located within the worst-case region of the worst-case 
optimum 
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 This process is repeated until the value of the expected deterioration is zero or smaller than 
a predefined value; at this stage the location of the worst-case estimated optimum is added as 
the next infill point and the associated objective function is evaluated. When the range of the 
underlying objective function surface is large, both the location and value of the actual worst-
case optimum can differ from the estimated one; therefore, the above validation process pro-
vides a more accurate prediction within the area of interest, and thus helps the program to 
locate the best worst-case optimum both efficiently and accurately. 
 
 

5. Example 
 
 The worst-case optimisation routine following the two-stage approach is first illustrated 
using a one-dimensional test example. Fig. 3 shows the original test function and its associated 
worst-case distribution, where the ‘boundary’ ε of the worst-case design was assumed to 
be ±0.3. It can be observed that both the landscape and in particular the position of the opti-
mum differ noticeably between the original function and the worst-case version.  
 In Fig. 4 (a) to (f) the yellow dotted line depicts the objective function (the worst-case 
version in (b) and (f), the original shape elsewhere), while the blue bold line shows the kriging 
prediction. Fig. 4(a) shows the kriging model after the 11th iteration. As the maximum WCEI 
within the design space is less than the predefined value of 10–3, the program enters stage two 
and the region around the worst-case estimated optimum at x = 0.12 (see Fig. 4(b)) is 
exploited.  The infill criterion in  Fig. 4(c) illustrates the value of expected deterioration within  
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Fig. 3. The original test function and its worst-case value 

 
a) b) 

c) d) 

e) f) 

Fig. 4. The proposed algorithm solving a 1D test problem 
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this region. The estimated worst-case optimum is updated during the validation process and 
the exploitation area is then moved to a region around the new estimated worst-case optimum 
at x = 0.353. In Fig. 4(d) the value of expected deterioration equals to zero at the 15th iteration; 
the final worst-case optimum is then located at x = 0.303 in Fig. 4(e), while Fig. 4(f) shows the 
final shape of the estimated worst-case objective function, as well as the actual worst-case 
objective function. 
 
 

6. Gradient decent with multi-start algorithm for infill points selection 
 
 In the context of global optimisation based on surrogate modelling, the location of the next 
sampling point is based on the infill point sampling scheme which contains a set of rules or 
formulae. Taking standard Expected Improvement (EI) approach as an example, it takes the 
predicted function value, estimated error and the current optimal value as the input variables, 
and yields the expected improvement for that particular point; the point with the largest ex-
pected improvement will be the next infill point. In order to locate reliably the point with the 
maximum EI, all points within the design space need to be considered, necessitating the 
calculation of the predicted objective function and the corresponding MSEs at all points. 
Using an exhaustive method to locate the point with the maximum EI is relatively straight-
forward in a 1D scenario, but may not be acceptable (or practical) in multidimensional cases, 
where the number of EI calculations increases exponentially if the same sampling interval of 
EI is maintained. 
 

 
Fig. 5. EI at predefined sampling locations for a 1D test function 

 
 Figure 5 illustrates a 1D example problem, showing the original objective function (dotted 
yellow line) and the kriging model (bold blue line), while the bold cinnabar line at the bottom 
(with crosses on top) is the true EI curve. 101 EI sampling locations have been evenly dis-
tributed within the design region with a fixed interval of 0.01, with the small black crosses on 
top of the EI curve marking the sampled EI at those predefined locations. As can be seen from 
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the figure, the sampled EI is a reasonable approximation of the true EI curve, but not very 
accurate at the ‘critical’ location around the maximum EI.  
 The EI curve in Fig. 5 exhibits certain useful characteristics: it is differentiable and the 
local maximum between two existing design points is often close to their mid-point. We could 
take advantage of these features in order to significantly speed up the infill sampling process. 
Instead of using an exhaustive search of all predefined locations, a gradient decent approach 
with a starting point in the middle between two design points has been incorporated into the 
algorithm and is illustrated by an example in Fig. 6. 
 

 
Fig. 6. A gradient decent approach for the EI search 

 
 In the example given in Fig. 6, the search for the maximum EI is not restricted by the pre-
defined step size, the optimal EI is found with reasonable accuracy while reducing the number 
of EI calculations by half. 
 For a multidimensional design space, where the local maximum EI is located in between 
multiple existing design sites, a multi-start strategy can be applied to replace a single starting 
point, as in the 1D case, by simply generating starting points in the middle of each pair of two 
existing design sites. It is a combination problem and the number of starting points p for n 
known points is p = nC2. Hence for 100 existing design points, 4950 starting points for the 
gradient decent calculations are generated. 
 
 

7. Solving practical problems  
 
 TEAM workshop problems [6] consist of a set of practical electromagnetic optimisation 
design problems for benchmarking the performance of algorithms. Here we test the proposed 
approach on two practical benchmark problems. For both problems, the uncertainty boundary 
for each design parameter (upper and lower limit) is defined as 1% of their given design range. 
 The superconducting magnetic energy storage device in TEAM problem 22 [7] contains 
two superconducting coils; the design objective is to achieve a minimal stray field while the 
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stored energy should be equal to 180 MJ. The configuration of the inner coil is given in the 3 
Parameter (‘discrete’) case, and therefore there are three parameters to be optimised, namely 
the radius R2, height h2 and thickness d2 of the outer coil, as indicated in Fig. 7. 
 The objective function is given as 
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where Eref = 180 MJ, Bnorm = 3 µT and 2
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subject to the following inequality constraint, known as the quench condition 

  00.544.6 ≤−+ BJ , (6) 

where J (in A/mm2) is the current density and B the maximum magnetic flux density (Fig. 8). 
 

  
Fig. 7. The superconducting magnetic energy storage device [6, 7] 

 

 
Fig. 8. Critical curve of an industrial superconductor [6, 7] 
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Table 1. Comparison of performance of various optimisation methods (TEAM 22 problem) 

Algorithm Optimal 
value R2 d2 h2/2 No of function 

calls 
GA 0.134 3.040 0.386 0.240 2400 

SA 0.098 3.078 0.390 0.237 5025 

HuTS 0.089 3.080 0.380 0.246 3821 

NTS 0.089 3.080 0.370 0.254 1800 

PBIL 0.101 3.110 0.421 0.241 3278 

Kriging EI 0.0875 3.090 0.394 0.236 211 

Kriging AWEI 0.0875 3.090 0.400 0.232 323 
Kriging WCEI 

(worst case) 0.1459 3.021 0.391 0.250 277 

Genetic algorithm GA [9]; Stimulated Annealing SA [10]; Tabu Search HuTS [11]; Universal Tabu 
search [12]; New Tabu Search NTS [13]; Kriging EI [14]; Kriging AWEI [14] 

 
 Table 1 summarises the findings, citing the results from other publications and adding the 
robust ‘worst-case’ design. The kriging assisted optimisation has performed consistently well 
by achieving a marginally better solution with much reduced effort (the number of necessary 
function calls reduced by almost an order of magnitude). The robust optimum is – perhaps not 
surprisingly – a little different, slightly worse in terms of the value of the achieved objective 
function but assuring the robustness within the specified 1% uncertainty of parameters, while 
preserving the efficiency of computation (small number of function calls).  
 The device in Problem 25 [6, 8] is a die press with an electromagnet for the orientation of 
magnetic powder to produce an anisotropic permanent magnet. The objective is to optimise 
the shape of the model (Fig. 9). The shape g-h of the inner die mold is assumed to be a circle, 
the inside shape i-j-m of the outer die mold is elliptical and the line j-k is parallel to the x-axis; 
the ampere-turns of the coil are chosen as 4253 A.  
 

 
Fig. 9. A model of the die press with an electromagnet [6, 13] 
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 In Fig. 9, R1, L2, L3 and L4 are the design parameters to be optimised so that the objective 
function W is minimized 

  ( ) ( ){ }∑
=

−+−=
n

i
yioyipxioxip BBBBW

1

22  (7) 

where Bx and By are the x and y components of magnetic flux density at points along the curve 
e-f, while subscripts p and o denote the calculated and desired values, respectively. The con-
straints are listed in Table 2 and results in Table 3. 

 
Table 2. Constraints of the parameters 

Variable Lower-boundary 
        (mm) 

Upper-boundary 
          (mm) 

R1 5 9.4 
L2 12.6 18 
L3 14 45 
L4 4 19 

 
Table 3. Comparison of performance of various optimisation methods (TEAM 25 problem) 

Algorithm 
Optima
l value 
(10-4) 

R1 
(mm) 

L2 
(mm) 

L3 
(mm) 

L4 
(mm) 

No of function 
calls 

GA 2.6861 7.2996 14.174 14.001 14.326 3421 
SA 1.6223 7.2252 14.322 14.110 14.306 2145 
HuTS 0.5009 7.3780 14.613 14.371 14.204 1580 
UTS 1.0501 7.5487 14.908 14.506 14.416 931 
NTS 0.6482 7.4337 14.732 14.428 14.237 575 
Kriging EI 0.4527 7.2 14.1 14 14.5 265 
Kriging AWEI 0.4125 7.2 14 14 14.5 214 
Dual kriging 0.3231 7.1 13.9 14.014 14.273 234 
Kriging WCEI  
(worst case) 5.4442 7.104 13.891 14.035 14.270 453 

Genetic algorithm GA [9]; Stimulated Annealing SA [10]; Tabu Search HuTS [11]; Universal Tabu 
search [12]; New Tabu Search NTS [13]; Kriging EI [14]; Kriging AWEI [14]; Dual kriging [15] 

 
 The main observations resulting from the TEAM 25 study are broadly in line with what 
was demonstrated before, although on this occasion the robust optimum is clearly somewhat 
‘worse’ (in absolute terms, but of course it is more robust) and the algorithm is computatio-
nally a little less efficient, although still comfortably outperforms other non-kriging methods. 
It is also interesting to note that for both TEAM problems the originally published results 
(when the problems were first suggested) appear to be reasonably robust, more so than the 
subsequently offered solutions. The most important conclusion, however, resulting from this 
study is that the kriging assisted optimisation is very reliable and offers superbly efficient 

Brought to you by | Uniwersytetu Technologicznego w Szczecinie - Biblioteka Glówna Zachodniopomorskiego
Authenticated

Download Date | 1/24/17 2:24 PM



Vol.  65 (2016   Kriging based robust optimisation algorithm for minimax problems in electromagnetics 853 

computation, both for the ‘traditional’ (global) optimisation and the robust formulation. Final-
ly, the worst case (minimax) approach appears to be a very helpful methodology for robust 
optimisation. 
 
 

8. Conclusions 
 
 A two-stage approach to worst-case optimisation problems has been proposed and details 
of the algorithm discussed. The suggested method does not compute the worst-case value, or 
the corresponding robustness measure, for any design site during the model updating stage, in 
order to avoid the objective function evaluation at a location that would contribute less to the 
overall model landscape, which would have taken place if the worst-case value had been 
evaluated for the newly added infill point. Instead, the explicit search for the robust optimum 
takes place in the second stage after the model updating process has completed, with a vali-
dation process added to exploit the region around the estimated worst-case optimum. A more 
efficient infill criterion selection algorithm has been introduced. The proposed optimisation 
method has been validated using simple test functions and two multi-dimensional practical 
electromagnetic design problems TEAM 22 and TEAM 25. The test results indicate that, with 
the aid of kriging surrogate modelling techniques, the proposed methodology significantly re-
duces the number of FEM function calls compared to other methods and thus is computa-
tionally very efficient for both global and robust optimisation. 
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